BRIDGE SITE:

® ROUTE
® DESIGN YEAR ADT

YES
BRIDGE ON
NHS ROUTE? >
IS DESIGN YES
YEAR ADT > -
50007
NO

USE 15'-0” APPROACH SLAB.

USE 25'-0” APPROACH SLAB.

BOTH ENDS OF THE APPROACH SLAB SHALL BE PARALLEL TO
THE SKEW, EXCEPT WHEN THE APPROACH PAVEMENT IS RIGID,
THEN THE ROADWAY END OF THE APPROACH SLAB SHALL BE
PERPENDICULAR TO THE CENTERLINE OF THE ROADWAY. LIMIT
THE LENGTH OF THE LONGER SIDE OF THE APPROACH SLAB TO

50°-0".

APPROACH SLAB LENGTH FLOW CHART

FIGURE 12 - 18




BRIDGE SITE:

® ROUTE
® DESIGN YEAR ADT

YES
BRIDGE ON
NHS ROUTE? =
IS DESIGN YES
YEAR ADT > >
50007
NO

USE 4.570m APPROACH SLAB

USE 7.620m APPROACH SLAB

BOTH ENDS OF THE APPROACH SLAB SHALL BE PARALLEL TO
THE SKEW, EXCEPT WHEN THE APPROACH PAVEMENT IS RIGID,
THEN THE ROADWAY END OF THE APPROACH SLAB SHALL BE
PERPENDICULAR TO THE CENTERLINE OF THE ROADWAY. LIMIT
THE LENGTH OF THE LONGER SIDE OF THE APPROACH SLAB TO

15.240m.

APPROACH SLAB LENGTH FLOW CHART

FIGURE 12 -18 M




